
LED Lighting 

For solutions to different design situations, DEL Lighting offers many LED lighting products.  Each one has characteristics that 
offer unique and innovative results. For instance, you’re planning on doing some cove lighting, do we have a LED product that will 
work?  You bet! Maybe you want to highlight some stairs at night, how about that?  Sure thing, no problem. 

LED Rope Light 

LED rope lighting offers a wonderful solution to high end flexible lighting. It is ulta-bright and long lasting with very little 
maintenance. 

Available in 2 wire for a constant light source or 3 wire for flashing or chasing effects.  

  

LED Single Color Rope 

Specifications 
Available in 2 wire and 3 wire for chasing, 120v (12v available) 
Also available in round or rectangle (flat) rope 
Length: 150 feet 
Diameter 13mm 
Bulb spacing: 25.4mm 
No. of bulbs: 1800 Pcs 
Watts: .48w/ft 20mA for R,O,Y, .84w/ft 20mA for B,W,G 

Unit length: 5’ - R,O,Y; 3’ - B,W,G 
Bulb life: up to 100,000 hours 
Max. Total Length: 450’  for R,O,Y 270’ for B,G,W  
One year warranty, please see Terms and Conditions 

SL-403-3DL Controller 
For 3 wire LED rope light. Will provide flashing/ back and forth 
and regular chasing, auto-exchange and audio function. 120V 
$75.00 each

Clear comes in 3 shades:   Cool or Warm, Pure

RGB Rope 

                     LED RGB Flat Rope
 
120V 3mm LED's 1" bulb spacing 
Cutting in 1m (39") increments 
4 wire is 3 rows of LED's, one row of red, one row of green and one row of blue  
21mm wide x 11mm high 
Rope is IP44 but connections MUST be kept dry..   
Requires a controller for color change patterns including flashing, gradual change, scanning, 
etc. 
 
Available in 24v/120v/220v (120v is a stock item) 





Some examples of what is 
possible with LED Neon Tube! 

LED Neon Tube 

Just as in the LED Border tubes, we use ultra-bright LEDs in our LED Neon 
lights. Unlike the LED Border tubes, these units offer full color and seven-color 
microprocessor driven tube lighting effects. 

Features 

LN-MC-DIA50-(ECO)-120V offers a 24 bit (full color) range of color mixing 

LN-MC-DIA50-(ECO)-120V is a one meter tube that offers seven-color fading, 
chasing, strobing and many other effects in its large library of dynamic 
programs. 

Designed and rated for permanent indoor and outdoor use. 

Available controllers function in stand-alone mode or as DMX interface for 
integrating tube systems into exiting DMX networks. 

Convenient tube connection system for daisy-chaining multiple tubes together. 

Easy mounting system using included brackets and track. 

Long-life, low power consumption, low heat, low maintenance and bright 
output. 

  

Specifications 

Color range: 16.7 million (24 bit) RGB colors 
Source: High intensity LEDs-144 per 1 meter tube 
Beam angle: 250 degrees 
Housing: Aluminum 
Tube Material: Milky white optically diffused poly carbonate 
Linkage max: (1M tube) 4,000 tubes 
Tube dimensions: L 100cm X W 5cm X 7.5cm 
Listings: UL & cUL, CE, SAA, T-Mark pending 
MTFB: >100,000 

Electrical Specifications 

Power requirement: 24VDC 
Power consumption: Max=16.8Watts/meter 
Power supply: SDEL-109 Power supply 
Temperature range: -20degreesF to 122 degreesF (-29C to 50C) 
Humidity range: 0-95% non-condensing humidity

SDL-109C Controller: $225.00 
DMX Interface Controller: $325.00 
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LED Fluorescent Tubes 

NEW AND IMPROVED!   

We know you’ve heard that before, but our new T8 LED fluorescent tubes are a vast improvement over the LED fluorescent tubes found on the 
market today. They’re much brighter, sturdier and have better electronics. We were surprised when we installed them in our offices; you will be 
too! 

Day White on top, Warm White on bottom.  
 
(The camera didn’t pick up pink tones from 
the Warm White-its pinker to the eye)

These LED fluorescent lamps fit into a normal T8 socket, do not need a ballast and last about 50,000 hours. 
Easy Conversion 

Our LED T8 tubes fit directly into your existing fixtures with minimal modification, and takes about 5 minutes to convert your current 
fixtures to supply electricity per bank of lights. No ballast, no starter and no high voltages to deal with while changing lamps!  Three year 

warranty. 
• Little to No Heat • No Mercury • No Lead • No UV Radiation • UL Pending 

They come in 300 LED units.

Specifications 
Voltage: 110VAC 
Wattage: 15W 
1500 Lumens (142 Fc),  
Net Weight: 0.36kg 
LED Color:  
Day White:   (5000K~5500K) 
Housing: Metal/Acrylic tube 
IP Rating: IP64 
Size: 30mm by 1200mm  
 
 
  

Some quick testing 

We were curious how bright these new tubes were so we pulled out our Extech LT300 light meter and Watts 
up? Pro watt meter to check them out.  Two of the old tubes at a distance of 6’ (distance from ceiling to 
desktop) gave us a reading of 285Lux. Just ONE of the new tubes gave us a reading of 488Lux. Now that’s 
just one tube vs two! 
We also tested our new tube against tubes you can buy on the internet for $70.00 each (plus $12 freight!!).  
They said they were just as bright so we bought one to test. Their tube under the same conditions tested at 
168Lux. We think the dramatic difference is from two factors. One, they have a frosted diffuser instead of 
clear and two, the LED's are smaller. Here’s a picture  

Wattage/Lux comparison at 55” 

Old LED Tube 
New LED Tube 
$70 LED Tube 
2-Ecolux 40w 
Fluorescent 

Wattage
19.9W
16.5W
17.1W
50.1W 

Lux
140 
488 
168 
243 

Would you like to see how much 
you could save?  All we need is:  
Number of tubes you want to replace
How much you pay per KWH 
The SEER of your A/C unit(s) 
Type of fixture (drop-in or exposed)
Hours/days used 
Wattage of current lamps 
Electric or magnetic ballast

New Vs Old Comparison Pictures 

When we installed the LED fluorescent 
lamps in our offices, we found they are
much brighter than the standard 40w
fluorescent tubes they replaced. We 
ended up using 3-15w LED tubes (57 fc 
after) on her desk to replace 4-40w 
regular fluorescent tubes (42 fc before) in
each fixture. 

The new LED fluorescent’s LED are 
bigger and brighter! Compare the new 
tube on top and the old tube on the 
bottom.  Big difference!

The new LED fluorescent’s 
tubes are meant to last.

The new LED fluorescent’s electronics 
are better quality and have better 
protection. 
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ECONOMY VERSION 

Our Economy version offers real value for the money. Intended for indoor use only but they fit into a standard fluorescent lamp fixture with the ballast 
removed. 

Specifications
Voltage: 110VAC 
Wattage: 1.7W 
Net Weight: 0.36kg 
Number of LED’s: 240 
Day White:   (5500K~6500K) 
Housing: Acrylic tube 
Size: 30mm by 1200mm  
  

Wattage/Lux comparison at 55” 

Wattage

13.7W 

Lux 

185 

FC 

17.3 

LED Lytestick 

This picture doesn’t have a reference light so you can REALLY see how bright it is (the cameras’ shutter was open 
for some time), so we took some pictures showing how they stack up to a 150W metal halide illuminator. 

Great for stairs, night lights, path lighting or anywhere you need reliable lighting, the LED Lytestick is a 
wonderful answer.  With either red, amber, white or green LEDs’ on one end of special fiber optic cable, 
you have uniform, soft lighting that will last for years.  A single 20 milliamp LED coupler powers the 
entire 3 foot fixture!  
Specification: 3’ long by 9/16” wide, custom sizes available. 
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