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The patented Swift Track System
simplifies the construction of glass
block walls, windows or panels with

professional results at affordable prices.

Swift Track also features in the profile
design, two channels for Fiberoptics
illumination, telecommunication lines,
low-voltage lighting, wiring and even
structural reinforcing rods within your
job application.
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SWIFT TRACK INSTALLATION INSTRUCTIONS

Installing in a Rough Opening: The most important
factor in any glass block installation is making sure the
rough opening or jamb is square and level. If it is not
and the rough opening is oversized, you may shim the
Swift Track System. Swiff Track, when fully assembled
will add & full inch to the width and full inch to the height.

Example: To build a partition 48" wide by 48° high
the rough opening must be 49° X 49" full.

Snap off perforabons
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Important: The following procedure must be observed
when you are doing a glass block installation within a rough
opening. Placing the last glass block in place becomes
virtually impossible unless these steps are followed.

The illustration & shows how the Swift Track profile must be
modified on all four sides of the final block to make the
installation easy. You can accomplish this by snapping off
the designated High Spots (shown in Image A) on all

four sides of where the block will be positioned.

Vertical Uprights

1. In this step you plum and secure the left and right vertical
fracks. You won't need connectors on either end so cut the
tracks to fit from top to bottom. Place a bead of silicone on
the two flat edges and secure to jamb with either nails or
screws. Have the channels facing inward. Channels on
either side of the center groove are used 1o secure the
track to the jamb. (see Image B)

Mails or screws must be flush, so that the channels are
free from any obstructions. (Fre drill track to eliminate any
cracking)You must also remember at this time to pre dnll
the perimeter vertical pieces for the installation of your
lighting, wiring, &tc... (see image C)
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Screws or Nails
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